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(ii) Arrange for high-power channel 
A4 to operate with transmission pa-
rameters substantially similar to those 
of the pre-transition channel C1 (see 
paragraph (d)(1) of this section). 

§ 27.1233 Reimbursement costs of 
transitioning. 

(a) Replacement downconverters. The 
proponent(s) must install at every eli-
gible EBS receive site a downconverter 
designed to minimize the reception of 
signals from outside the MBS. 

(1) An EBS receive site is eligible to 
be replaced if: 

(i) A reception system was installed 
at that site on or before the date the 
EBS licensee receives its Pre-Transi-
tion Data Request (see § 27.1231(f)); 

(ii) The reception system was in-
stalled by or at the direction of the 
EBS licensee; 

(iii) The reception system receives 
EBS programming under § 27.1203(b) 
and (c) or is located at a cable tele-
vision system headend and the cable 
system relays educational or instruc-
tional programming for an EBS li-
censee; and 

(iv) It is within the licensee’s 35-mile 
radius GSA. 

(2) Replacement downconverters 
must meet the following minimum 
technical requirements: 

(i) The downconverter’s input fre-
quency range (the ‘‘in-band fre-
quencies’’) must be 2572 MHz to 2614 
MHz and output frequency range must 
be 294 MHz to 336 MHz; 

(ii) The downconversion process must 
not invert frequencies; 

(iii) The nominal gain of the 
downconverter must be 32 dB, or great-
er; 

(iv) The downconverter must include 
filtering prior to the first amplifier 
that attenuates frequencies below 2500 
MHz and above 2705 MHz by at least 25 
dB; 

(v) The downconverter must have an 
out-of-band input 3rd order intercept 
point (input IP3) of at least +9 dBm, 
where out-of-band is defined as all fre-
quencies below 2566 MHz and all fre-
quencies above 2620 MHz; 

(vi) The downconverter must have a 
typical noise figure of no greater than 
3.5 dB and a worst case noise figure of 
no greater than 4.5 dB across all in- 

band frequencies and across its entire 
intended operating temperature range; 

(vii) The downconverter must not in-
troduce a delta group delay of more 
than 20 nanoseconds for digital oper-
ations or 100 nanoseconds for analog 
operations over any individual six 
megahertz MBS channel. 

(b) Migration of Video Programming 
and Data Transmission Track. (1) The 
proponent(s) must provide, at its cost, 
to each EBS licensee that intends to 
continue downstream high-power, high- 
site educational video programming or 
data transmission services, with one 
programming track on the MBS chan-
nels for each EBS video or data trans-
mission track the licensee is transmit-
ting on a simultaneous basis before the 
transition. 

(i) To be eligible for migration, a pro-
gram track must contain EBS pro-
gramming that complies with § 27.1203 
(b) and (c). 

(ii) The proponent(s) must pay only 
the costs of migrating programming 
tracks being transmitted on December 
31, 2002 or within six months prior 
thereto. 

(2) The proponent(s) must migrate 
each eligible programming track to 
spectrum in the MBS that will be li-
censed to the affected licensee at the 
conclusion of the transition. 

(3) After the transition, the desired- 
to-undesired signal level ratio at each 
of the receive sites securing a replace-
ment downconverter must satisfy the 
following criteria: 

(i) Cochannel D/U Ratio. (A) When the 
post-transition desired signal is trans-
mitted using analog modulation, the 
actual cochannel D/U ratio measured 
at the output of the reception antenna 
must be at least the lesser of 45 dB or 
the actual pre-transmission D/U ratio 
less 1.5 dB. 

(B) When the post-transition desired 
signal will be transmitted using digital 
modulation, the actual cochannel D/U 
ratio measured at the output of the re-
ception antenna must be at least the 
lesser of 32 dB or the pre-transition D/ 
U ratio less 1.5 dB. 

(C) Where in implementing the Tran-
sition Plan, the proponent(s) deploys 
precise frequency offset in an analog 
system, the minimum cochannel D/U 
ratio is reduced to 38 dB, provided that 

VerDate Aug<31>2005 12:40 Nov 03, 2005 Jkt 205196 PO 00000 Frm 00348 Fmt 8010 Sfmt 8010 Y:\SGML\205196.XXX 205196



339 

Federal Communications Commission Pt. 32 

the transmitters have or are upgraded 
pursuant to the Transition Plan to 
have the appropriate ‘‘plus,’’ ‘‘zero,’’ or 
‘‘minus’’ 10,010 Hertz precision fre-
quency offset with a ±3 Hertz (or bet-
ter) stability. 

(ii) Adjacent Channel D/U Ratio. The 
actual adjacent channel D/U must 
equal or exceed the lesser of 0 dB or the 
actual pre-transmission D/U ratio. 
However, in the event that the receive 
site uses receivers or is upgraded by 
the proponent(s) as part of the Transi-
tion Plan to use receivers that can tol-
erate negative adjacent channel D/U 
ratios, the actual adjacent channel D/U 
ratio at such receive site must equal or 
exceed such negative adjacent channel 
D/U ratio. 

(c) BRS costs. BRS licensees must pay 
their own transition costs. BRS licens-
ees in the LBS or UBS must reimburse 
the proponent(s) a pro rata share of the 
cost of transitioning the facilities they 
use to provide commercial service, ei-
ther directly or through a lease agree-
ment with an EBS licensee. 

§ 27.1234 Terminating existing oper-
ations in transitioned markets. 

Licensees may discontinue oper-
ations during the transition. 

§ 27.1235 Post-transition notification. 

The proponent(s) and all affected li-
censees must jointly notify the Com-
mission at the Office of the Secretary, 
Washington DC, that the Transition 
Plan has been fully implemented. 

(a) The notification must provide the 
identification of the licensees that 
have transitioned to the band plan in 
§ 27.5(i)(2) and the specific frequencies 
on which each licensee is operating. 

(b) For each station in the MBS, the 
notification must provide the following 
information: 

(1) The station coordinates, 
(2) The make and model of each an-

tenna, 
(3) The horizontal and vertical pat-

tern of the antenna; 
(4) EIRP of the main lobe; 
(5) Orientation; 
(6) Height of antenna center of radi-

ation; 
(7) Transmitter output power; 
(8) All line and combiner losses. 

(c) The proponent(s) must provide 
copies of the post-transition notice to 
all parties of the transition. 

EFFECTIVE DATE NOTE: At 69 FR 72034, Dec. 
10, 2004, § 27.1235 was added. This section con-
tains information collection and record-
keeping requirements and will not become 
effective until approval has been given by 
the Office of Management and Budget. 
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